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EASY INSTALLATION   

BENEFIT

TECHNOLOGY

Saving 50% of the installation time Saving 80% of the maintenance time
Easy Installation

Easy installation concerns a lot to installers' working efficiency, and it means more income to them during peak season. Haier Flexis air conditioner 

is truly easy to install with various optimized components. The optimized wall mounting plate gives detailed information for quick installation. 

Extended kickstand facilitates the installation with larger operation space. Meanwhile, it’s easier to dismantle and maintain the air conditioner with 

easy access fan motor and control board.

ULTIMATE FIT
Flexibility with Ease

Detachable Bottom Cover
Helps open the bottom to connect piping and 
wiring without screwdriver.

Makes the installation easy with larger 
operation area.

Extended Kickstand

Easy Access Control Board
Simplifies dismounting and maintenance 
without disassembling casing.

Saves installation time with larger operation 
space for piping and wiring.

Wider Tubing Space

Simplifies dismounting and maintenance 
without disassembling evaporator.

Easy Access Fan Motor

Help fix the mounting plate and hang air 
conditioner at proper position.

Positioning Specifications

48%



Freezes the evaporator with moisture in the air, and then removes away dirt in 
melting, ensuring clean air out of the air conditioner.Self-Clean

Kills bacteria and viruses by heating the evaporator to 56� high temperature for 
30 minutes.56ºC 56°C Steri-Clean 

Ionizes the air and releases positve and negative ions to sterilize the air with 
efficiency up to 97.5%.

Nano-Aqua
Sterilization

Utilizes strong electrostatic charge on its surface to remove harmful. 
micro-particles including dust, virus and bacteria to provide healthier environment.

3M Filter

Helps condensate flow smoothly via its hydrophilic and anti-corrosive. 
properties.micro-particles including dust, virus and bacteria to provide healthier 
environment.

Blue Fin

Applies silver nanoparticles into components where air circulation flows through 
to kill molds and bacteria that threathen our health.Self-Hygiene

Utilizes advanced  ifD purification filter to remove all kinds of airborne pollutants 
and allergens with efficiency up to 99.9% while enjoy comfortable air 
conditioning.

Puri-Clean

Absorbs and kills virus and bacteria in field charging with efficiency up to 99%.IFD Sterilization

Emits UV light to sterilize the air passing through with efficiency up to 99.9%.
The sterilization rate of the whole machine : 92% ( single UV module : 99.9% ) .UV Ray

UVC Sterilization

3029

Ultimate Health

Enjoy hands-free voice control via Haier smart air conditioners which are 
compatible with Amazon Alexa and Google Assistant.Voice Control

Download the Haier hOn App to an Apple or Android smart device, and link the 
equipment to the smart device for system control from whenever and wherever 
you want.

WiFi Control

Maximizes the working frequency before reaching the desired temperature, 
and, after that, constantly makes real-time adjustments to match room air 
temperature with the desired temperature.

PID Control

With improved fan and air duct, the air conditioner supplies up to 25% more air 
volume than the conventional.Strong Airflow

Strong

The special control program allows the motor to work at a higher frequency. It 
enables users to enjoy a cool room within a much shorter time.micro-particles 
including dust, virus and bacteria to provide healthier environment.

Turbo CoolingCOOL

The indoor unit get improved with better motor, optimized fan and air duct. It 
enables the air conditioner blows air as long as 20m.properties.micro-particles 
including dust, virus and bacteria to provide healthier environment.

Long Distance
Airflow20m

Detects the room air conditions and human activities in real-time monitoring, 
and switches working mode to achieve higher energy efficiency and provide 
better experience to users.

Eco Sensor

Automatically adjusts DC bus voltage in accordance with the compressor load 
to increase operation voltage range.A-PAM Control

Makes the wind out of the air conditioner further, faster, and stronger, so that 
the cool air can be evenly delivered to every corner of the room.

Coanda Plus 
Airflow

Ultimate Comfort

Ultimate Smart

Canda

Blows no cold air when the unit is starting to work at heating mode, or change 
from cooling mode to heating mode.Warm Start

 Air ConditioningFEATURE GUIDE 



Dry Function Adjusts fan speed automatically according to room air temperature to achieve 
either mild dehumidification or strong dehumidification.

Helps compressor avoid unexpected damages to have longer life.3-minute
Protection

Moves vertically and works with horizontal flaps to achieve various air angle.Auto Vertical
Airflow

Returns operation to previous air conditioner settings after a 
sudden power break.Auto Restart

Ensures your peace of mind with optimized fan, air duct and motor. Whispering Air

3231

Controls your room air humidity at ideal level to keep the air clean and comfortable.Precise
Dehumidification

Reduces energy loss and maximize power input to achieve much higher energy 
efficiency.DC Compressor

Works only when necessary to reduce energy waste, and provide better 
experience by reducing defrosting time.Smart Defrosting

Works at low ambient temperature with high frequency rotary compressor, 
optimized refrigerant system and special defrosting programme, etc.-10°C Heating

DC Motor
Ensures reliable operation with much higher energy saving and lower operation 
sound.

Provides powerful heating performance in cold winter with rotary 
compressor, etc.-15°C Heating

Provides powerful heating performance in freezing winter with rotary 
compressor, DC motor, optimized bottom plate, electric heating wire and 
special programme, etc.

-30°C Heating

Works at powerful/high/middle/low/quiet speed to give users more choices in 
airflow control.

Indoor 5-step
Fan Speed

Supplies airflow in more directions to enhance user experience.Double
Horizontal Flaps

Helps air conditioner choose cooling or heating automatically based on desired 
temperature and ambient temperature.Auto Mode

Makes adjustments according to the control of ambient sensor and tubing 
sensor to optimize heat exchange performance and improve energy efficiency.

Outdoor 7-
step Fan Speed

Lowers stand-by power consumption from 8W to about1W by optimizing control 
programme.

Low Watt
Standby

Constant 10°C
Heating

Works when room temperature drops below 10°C to provide winter protection 
for pipes, unoccupied summer house, garage and basement.

88 Display Shows clearly the real-time room temperature or desired temperature on 
the panel.

Allows users to adjust temperature by 0.5� to achieve much more precise 
comfort and higher energy saving.

Precise
Temperature
Control

 Air ConditioningFEATURE GUIDE 

With unique air circulation system, conventional 10℃ cold airflow is changed to 
23℃ golden airflow.Golden Airflow



Realizes 100%  free combination of indoor unit and outdoor unit, to make the 
sales management more easier and efficient.Super Match

3433

Directs the airflow upwards at cooling mode, and downwards at heating mode 
to provide better air conditioning performance. Intelligent Air

Saves installation time with larger operation space for piping and wiring.Wider
Tubing Space

Simplifies dismounting and maintenance without disassembling evaporator.Easy Access
Fan Motor

Help fix the mounting plate and hang air conditioner at proper position.Positioning
Specifications

Easy Access
Control Board

Simplifies dismounting and maintenance without disassembling casing.

Extended
Kickstand

Makes the installation easy with larger operation area to install and service.

Provides maximum comfort and energy saving during your good night’s sleep.Sleep Mode

Helps open the bottom to connect piping and wiring without screwdriver.Detachable
Bottom Cover

Shows the error code  on the LED display of the indoor unit to make the 
maintenance easier.Self-diagnosis

Ultimate Fit

 Air ConditioningFEATURE GUIDE 
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BENEFITS  Air Conditioning

20m

Strong

Ultimate 
Health

Ultimate
Smart

Ultimate
Comfort

Cabinet JadeAll Comfort Flexis Plus Flair Plus Pearl Tundra Plus Tide Plus Nebula Green- NordicCategory & Functions
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Self-Clean

56℃ Steri-Clean

Self-Hygiene

Puri-Clean

IFD Sterilization

UVC Sterilization

Nano-Aqua Sterilization

3M Filter

Blue Fin

Voice Control

WiFi Control

Eco Sensor

A-PAM Control

PID Control

Turbo Cooling

Long Distance Airflow

Strong Airflow

Warm Start

-30℃ Heating

-15℃ Heating

-10℃ Cooling

DC Motor

DC Compressor

Smart Defrosting

Indoor 5-step Fan Speed

: Standard● : Optional

56ºC

Purification

UV Ray
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BENEFITS  Air Conditioning

Ultimate
Comfort

Ultimate
Fit

Category & Functions
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Double Horizontal Flaps

Auto Vertical Airflow

3-minute Protection

Auto Restart

88 Display

Auto Mode

Golden Airflow

Low Watt Standby

Constant 10℃ Heating

Outdoor 7-step Fan Speed

Coanda Plus Airflow

Whispering Air

Precise Dehumidification

Dry Function

3D Airflow

Intelligent Air

Sleep Mode

Positioning Specifications

Extended Kickstand

Easy Access Control Board

Wider Tubing Space

Easy Access Fan Motor

Detachable Bottom Cover

Self-Diagnosis

Super Match

: Standard● : Optional

Cabinet JadeAll Comfort
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Flexis Plus Flair Plus Pearl Tundra Plus Tide Plus Nebula Green- Nordic

Canda

Precise Temperature Control
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Inverter

Category Latin America Products Remote Controller 9K 12K 15K 18K 30K24K20K

All Comfort

Cabinet

Jade Super Match

Flexis Plus

Flair Plus

Pearl

Tundra Plus

Tide Plus

Nebula Green- Nordic
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Models Line-up  Air Conditioning
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Jade Super Match  Air Conditioning

Kills bacteria and viruses by heating the evaporator to 56℃ high temperature for 30 minutes.

56°C Steri-Clean

Outdoor Remote Controller

Indoor

Outdoor

AS25S2SJ1FA-3

1U25MECFRA-3

AS35S2SJ1FA-3

1U35MECFRA-3

AS50S2SJ1FA-3

1U50JECFRA-3
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(3410-13650)

2.6(1.0-4.0)

8.75/4.5

A+++

2.6

0.57(0.3-1.25)

104

-10-43℃(out)

10920(3750-18420）

3.2(1.1-5.4）

5.1/4.8

6.2/-

A+++/A+++/-

2.6

0.66(0.3-1.85)

714

-20-24℃(out)

1/220-240/50

outdoor

923/215/320

1032/318/418

12/15.2

550

56

56

36/32/29/15

36/32/29/15

1.2

Panasonic

800/275/553

908/405/625

29.8/33.6

2000

61

48

8

R32

740

6.35

9.52

20/10

7

20

11940(3410-13650)

3.5(1.0-4.0)

8.75/4.4

A+++

3.5

0.79(0.3-1.35)

140

-10-43℃(out)

14330(4430-19790)

4.2(1.3-5.8)

5.1/4.7

6.2/-

A+++/A+++/-

2.65

0.89(0.3-1.85)

727

-20-24℃(out)

1/220-240/50

outdoor

923/215/320

1032/318/418

12/15.2

600

57

57

37/33/30/16

37/33/30/16

1.6

Panasonic

800/275/553

908/405/625

29.8/33.6

2000

62

49

8

R32

740

6.35

9.52

20/10

7

20

17740(4770-20470)

5.2(1.4-6.0)

7.50/3.68

A++

5.2

1.4(0.3-2.1)

243

-10-43℃(out)

20470(4770-23540)

6.0(1.4-6.9)

4.6/4.0

5.6/-

A++/A+++/-

4.6

1.5(0.3-2.5)

1400

-20-24℃(out)

1/220-240/50

outdoor

1050/235/350

1160/347/455

14.9/18.9

900

57

57

41/37/33/28

41/37/33/28

2

Mitsubishi

820/338/614

993/413/685

37.8/41.5

2500

63

51

11.1

R32

950

6.35

12.7

25/15

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Key FeaturesJade Super Match

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Precise 
Dehumidification

Wi-Fi Control
(hOn)

Easy Installation

3D Airflow

Whispering Air

15
dB(A)

Eco Sensor

Self-Clean

56ºC

PM 2.5 Detection

Utilizes advanced IFD purification filter to remove all kinds of airborne pollutants and allergens 
with efficiency up to 99.9% while enjoy comfortable air conditioning.

Puri-Clean

Applies silver nanoparticles into components where air circulation flows through to kill molds 
and bacteria that threaten our health.

Self-Hygiene
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Flair Plus  Air Conditioning

Kills bacteria and viruses by heating the evaporator to 56℃ high temperature for 30 minutes.

56°C Steri-Clean

Ionizes the air and releases positve and negative ions to sterilize the air with efficiency up to 
97.5%.

Nano-Aqua Sterilization

Applies silver nanoparticles into components where air circulation flows through to kill molds 
and bacteria that threaten our health.

Self-Hygiene

56ºC

Indoor

Outdoor

AS25S2SF2FA-3

1U25S2SM1FA

AS35S2SF2FA-3

1U35S2SM1FA

AS71S2SF2FA-3

1U71S2SR2FA
Model

AS105S2SF2FA-2

AS105S2SF2FB

AS105S2SF2FA-2

AS105S2SF2FA

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-10920)

2.6(0.8-3.2）

8.5/4.00

A+++

2.6

0.65(0.2-1.5)

107

-20-43℃(out)

10920(2730-14330)

3.2(0.8-4.2)

4.6/4.00

5.5/-

A++/A+++/-

2.4

0.8(0.3-1.6)

731

-20-24℃(out)

1/230/50

outdoor

870/196/301

952/283/389

9.5/12

600

53

53

38/32/25/19

38/32/25/19

1.2

Panasonic

800/275/553

908/405/625

29/31.5

1900

59

47

7.2

R32

650

6.35

9.52

20/10

7

20

8870(2730-10920)

2.6(0.8-3.2）

8.5/4.00

A+++

2.6

0.65(0.2-1.5)

107

-20-43℃(out)

10920(2730-14330)

3.2(0.8-4.2)

4.6/4.00

5.5/-

A++/A+++/-

2.4

0.8(0.3-1.6)

731

-20-24℃(out)

1/230/50

outdoor

870/196/301

952/283/389

9.5/12

600

53

53

38/32/25/19

38/32/25/19

1.2

Panasonic

800/275/553

908/405/625

29/31.5

1900

59

47

7.2

R32

650

6.35

9.52

20/10

7

20

11940(3410-13650)

3.5(1.0-4.0）

8.5/4.00

A+++

3.5

0.88(0.3-1.5)

144

-20-43℃(out)

14330(3410-17740)

4.2(1.0-5.2)

4.6/3.81

5.5/-

A++/A+++/-

2.8

1.1(0.5-1.6)

854

-20-24℃(out)

1/230/50

outdoor

870/196/301

952/283/389

9.5/12

650

55

55

39/33/26/20

39/33/26/20

1.6

HIGHLY

800/275/553

908/405/625

31.5/34

2000

61

48

7.2

R32

940

6.35

9.52

20/10

7

20

AS42S2SF2FA-3

1U42S2SM1FA

14330(4090-16380)

4.2(1.2-4.8）

7.0/3.41

A++

4.2

1.23(0.4-1.7)

210

-20-43℃(out)

15010(4430-19790)

4.4(1.3-5.8)

4.0/3.74

5.1/-

A+/A+++/-

3.6

1.18(0.52-2.2)

1260

-20-24℃(out)

1/230/50

outdoor

870/196/301

952/283/389

9.5/12

750

58

58

42/36/30/23

42/36/30/23

1.8

HIGHLY

800/275/553

908/405/625

31.5/34

2100

63

50

9.8

R32

940

6.35

9.52

20/10

7

20

AS50S2SF2FA-3AS20S2SF2FA-3

17740(4770-20470)

5.2（1.4-6.0）

7.2/3.68

A++

5.2

1.4(0.5-2.0)

253

-20-43℃(out)

20470（4770-23540）

6.0（1.4-6.9）

4.6/4.00

5.6/-

A++/A+++/-

4.6

1.5（0.52-2.35）

1401

-20-24℃(out)

1/230/50

outdoor

1009/223/327

1100/314/420

12/15

900

57

57

45/41/37/28

45/41/37/28

2

Mitsubishi

820/338/614

993/413/685

37.8/41.5

2500

63

51

10.9

R32

950

6.35

12.7

25/15

7

20

23890(7510-25600)

7(2.2-7.5)

7.1/3.23

A++

7

2.17(0.7-2.5)

345

-20-43℃(out)

27300(8190-29000)

8(2.4-8.5)

4.0/3.71

5.4//

A+/A+++//

5.6

2.16(0.7-2.9)

1959

-20-24℃(out)

1/230/50

outdoor

1126/230/337

1202/319/432

15.2/18.2

1100

60

60

47/43/37/33

47/43/37/33

2.8

Mitsubishi

890/353/697

1046/460/780

45/50

3000

70

57

13

R32

1300

9.52

15.88

50/30

7

45

30710(8530-34120)

9(2.5-10)

6.1/3.0

A++

9.0

3.0(0.8-3.7)

516

-20-43℃(out)

32420(10230-35830)

9.5(3.0-10.5)

4.0/3.71

5.1/-

A+/A+++//

7.2

2.56(0.8-4.0)

2518

-20-24℃(out)

3/220-240/(50/60）

outdoor

1342×275×365 mm

1418×402×478 mm

21.0/25.5

1300

65

65

48/44/40/36

48/44/40/36

3.0

Mitsubishi

920/372/760

1036/478/820

60/65

3500

70

60

16.5

R32

1700

9.52

15.88

50/30

7

45

30710(8530-34120)

9(2.5-10)

6.1/3.0

A++

9.0

3.0(0.8-3.7)

516

-20-43℃(out)

32420(10230-35830)

9.5(3.0-10.5)

4.0/3.71

5.1/-

A+/A+++//

7.2

2.56(0.8-4.0)

2518

-20-24℃(out)

1/220-240/(50/60）

outdoor

1342×275×365 mm

1418×402×478 mm

21.0/25.5

1300

65

65

48/44/40/36

48/44/40/36

3.0

Mitsubishi

920/372/760

1036/478/820

60/65

3500

70

60

16.5

R32

1700

9.52

15.88

50/30

7

45

Refrigerant Pipe

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

1U50S2SJ2FA

1U50S2SJ2FA-1

Only 

indoorunit 

for multi

Only 

indoorunit 

for multi

/

/

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Key FeaturesFlair Plus

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Wi-Fi Control
(hOn)

Easy Installation

3D Airflow

2-Way 
Piping Design

Comfortable Sleep

On-Off Card

Whispering Air

19
dB(A)

Outdoor Remote Controller Wired ControllerWired Controller
Transfer Kit

Nano-Aqua
Sterilization

*-marked models are for Italy only, with no Self-Clean button on the controller.
No *-marked models are for EU except Italy, with Self-Clean button on the controller.



4443

Flexis Plus        Air Conditioning

Kills bacteria and viruses by heating the evaporator to 56℃ high temperature for 30 minutes.

Emits UV light to sterilize the air passing through with efficiency up to 99.9%.
The sterilization rate of the whole machine : 92%(single UV module : 99.9%).

UVC Sterilization

Applies silver nanoparticles into components where air circulation flows through to kill molds 
and bacteria that threaten our health.

Self-Hygiene

56°C Steri-Clean

Outdoor

*AS25S2SF1FA-MB3
*AS25S2SF1FA-MW3

AS25S2SF1FA-BH
AS25S2SF1FA-WH

Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-10920）

2.6(0.8-3.2）

8.5/4.00

A+++

2.6

0.65(0.2-1.5)

107

-20-43℃(out)

10920(2730-14330)

3.2(0.8-4.2)

4.6/4.00

5.5/-

A++/A+++/-

2.4

0.8(0.3-1.6)

731

-20-24℃(out)

1/230/50

outdoor

856/197/300

952/283/389

9.5/12

600

53

53

38/32/25/16

38/32/25/19

1.2

Panasonic

800/275/553

908/405/625

29/31.5

1900

59

47

7.2

R32

650

6.35

9.52

20/10

7

20

8870(2730-10920）

2.6(0.8-3.2）

8.5/4.00

A+++

2.6

0.65(0.2-1.5)

107

-20-43℃(out)

10920(2730-14330)

3.2(0.8-4.2)

4.6/4.00

5.5/-

A++/A+++/-

2.4

0.8(0.3-1.6)

731

-20-24℃(out)

1/230/50

outdoor

856/197/300

952/283/389

9.5/12

600

53

53

38/32/25/16

38/32/25/19

1.2

Panasonic

800/275/553

908/405/625

29/31.5

1900

59

47

7.2

R32

650

6.35

9.52

20/10

7

20

11940(3410-13650)

3.5(1.0-4.0）

8.5/4.00

A+++

3.5

0.88(0.3-1.5)

144

-20-43℃(out)

14330(3410-17740)

4.2(1.0-5.2)

4.6/3.81

5.5/-

A++/A+++/-

2.8

1.1(0.5-1.6)

854

-20-24℃(out)

1/230/50

outdoor

856/197/300

952/283/389

9.5/12

650

55

55

39/33/26/17

39/33/26/20

1.6

HIGHLY

800/275/553

908/405/625

31.5/34

2000

61

48

7.2

R32

940

6.35

9.52

20/10

7

20

14330(4090-16380)

4.2(1.2-4.8）

7.0/3.41

A++

4.2

1.23(0.4-1.7)

210

-20-43℃(out)

15010(4430-19790)

4.4(1.3-5.8)

4.0/3.74

5.1/-

A+/A+++/-

3.6

1.18(0.52-2.2)

1260

-20-24℃(out)

1/230/50

outdoor

856/197/300

952/283/389

9.5/12

750

58

58

42/36/30/23

42/36/30/23

1.8

HIGHLY

800/275/553

908/405/625

31.5/34

2100

63

50

9.8

R32

940

6.35

9.52

20/10

7

20

17740（4770-20470）

5.2（1.4-6.0）

7.2/3.68

A++

5.2

1.4(0.5-2.0)

253

-20-43℃(out)

20470（4770-23540）

6.0（1.4-6.9）

4.6/4.00

5.6/-

A++/A+++/-

4.6

1.5（0.52-2.35）

1401

-20-24℃(out)

1/230/50

outdoor

999/225/323

1100/314/420

12/15

900

57

57

45/41/37/28

45/41/37/28

2

Mitsubishi

820/338/614

993/413/685

37.8/41.5

2500

63

51

10.9

R32

950

6.35

12.7

25/15

7

20

23890(7510-25600)

7(2.2-7.5)

7.1/3.23

A++

7.0

2.17(0.7-2.5)

345

-20-43℃(out)

27300(8190-29000)

8.0(2.4-8.5)

4.0/3.71

5.4/-

A+/A+++//

5.6

2.16(0.7-2.9)

1959

-20-24℃(out)

1/230/50 

outdoor

1115/235/343

1202/319/432

15.2/18.2

1100

60

60

47/43/37/33

47/43/37/33

2.8

Mitsubishi

890/353/697

1046/460/780

45/50

3000

70

57

13

R32

1300

9.52

15.88

50/30

7

45

Refrigerant Pipe

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Indoor

1U25S2SM1FA

*AS35S2SF1FA-MB3
*AS35S2SF1FA-MW3

AS35S2SF1FA-BH
AS35S2SF1FA-WH

1U35S2SM1FA

*AS42S2SF1FA-MB3
*AS42S2SF1FA-MW3

1U42S2SM1FA

AS20S2SF1FA-MW3
AS20S2SF1FA-MB3

\

*AS50S2SF1FA-MB3
*AS50S2SF1FA-MW3

AS50S2SF1FA-BH
AS50S2SF1FA-WH

1U50S2SJ2FA
1U50S2SJ2FA-1

*AS71S2SF1FA-MB3
*AS71S2SF1FA-MW3

AS71S2SF1FA-BH
AS71S2SF1FA-WH

1U71S2SR2FA

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Only indoorunit 

for multi

Only indoorunit 

for multi

\

Key FeaturesFlexis Plus

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Wi-Fi Control
(hOn)

3D Airflow

2-Way 
Piping Design

Easy Installation

Eco Sensor

Whispering Air

16
dB(A)

Self-Clean

56ºC

Outdoor Remote 
Controller

Wired 
Controller

Wired Controller
Transfer Kit

On-Off Card

*-marked models are for Italy only, with 4 concealed signal-lights at the bottom right and no Self-Clean button on the controller.
No *-marked models are for EU except Italy, with concealed 88-light in the middle.

UV Ray



Key Features

4847

Outdoor Remote Controller

Indoor

Outdoor

AS25PBAHRA

1U25YEGFRA

AS35PBAHRA

1U35YEGFRA

AS50PDAHRA

1U50MEGFRA
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-10238)

2.6(0.8-3.0)

6.1/3.23

A++

2.6

0.8(0.3-1.2)

149

-10-43℃(out)

9555(2730-10920)

2.8(0.8-3.2)

4.0/3.71

5.1/-

A+/A+++/-

2.4

0.75(0.3-1.4)

840

-15-24℃(out)

1/220-240/50

outdoor

805/200/290

874/270/363

8.3/10.5

550

54

54

37/32/28/18

37/32/28/18

1

HIGHLY

700/245/544

845/320/593

22.8/25.3

2100

62

49

6.2

R32

520

6.35

9.52

20/10

5

20

11920(2730-12286)

3.2(0.8-3.6)

6.1/3.23

A++

3.2

0.99(0.3-1.6)

184

-10-43℃(out)

11603(2730-14330)

3.4(0.8-4.2)

4.0/3.71

5.1/-

A+/A+++/-

2.8

0.92(0.3-1.6)

980

-15-24℃(out)

1/220-240/50

outdoor

805/200/290

874/270/363

8.3/10.5

600

56

56

37/33/29/19

37/33/29/19

1.3

HIGHLY

700/245/544

845/320/593

23.5/26

2100

63

50

7.1

R32

530

6.35

9.52

20/10

5

20

17060(4430-19790)

5.0(1.3-5.8)

6.1/3.23

A++

5.0

1.55(0.4-2.0)

287

-10-43℃(out)

17740(4780-20480)

5.2(1.4-6.0)

4.0/3.71

5.1/-

A+/A+++/-

4.6

1.4(0.52-2.5)

1610

-15-24℃(out)

1/220-240/50

outdoor

975/220/320

1050/301/397

11.6/14.4

900

57

57

44/40/35/28

44/40/35/28

2

HIGHLY

800/275/553

908/405/625

32.7/36.5

2500

65

53

11.3

R32

900

6.35

12.7

25/15

5

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Pearl

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Wi-Fi Control
(hOn)

Self-Clean

 Air ConditioningPearl

Makes the wind out of the air conditioner further, faster, and stronger, so that the cool air can 
be evenly delivered to every corner of the room.

Coanda Plus Airflow

Emits UV light to sterilize the air passing through with efficiency up to 99.9%.
The sterilization rate of the whole machine : 92%(single UV module : 99.9%).

UVC Sterilization

Kills bacteria and viruses by heating the evaporator to 56℃ high temperature for 30 minutes.

56°C Steri-Clean
56ºC

Coanda

56°C Steri-Clean

56ºC

UVC Sterilization

Easy Installation

Canda

Canda Plus
Airflow

UV Ray

UV Ray



Tundra Plus  Air Conditioning

Freezes the evaporator with moisture in the air, and removes away dirt in melting, to ensure 
clean air out of Haier air conditioners.

Self-Clean

Download the Haier hOn App to an Apple or Android smart device, and link the equipment to 
the smart device for system control from whenever and wherever you want.

Provides maximum comfort and energy saving during your good night’ s sleep.

Wifi Control (hOn)

Comfortable Sleep

5049

Indoor

Outdoor 1U25YEEFRA

AS68TEDHRA-CLC

1U68REEFRA
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-11600)

2.6(0.8-3.4)

6.2/3.23

A++

2.6

0.8(0.3-1.2)

147

-10-43℃(out)

9890(3410-12970)

2.9(1.0-3.8)

4.1/3.71

5.1//

A+/A+++//

2.4

0.78(0.3-1.4)

819

-15-24℃(out)

1/230/50

outdoor

820×195×280

909×279×355

8.4/10.5

500

53

53

37/32/28/20

37/32/28/20

1.2

HIGHLY

700/245/544

845/320/593

22.7/25.2

2100

62

47

6.2

R32

550

6.35

9.52

20/10

5

20

12280(3410-13650)

3.6(1.0-4.0)

6.4/3.23

A++

3.6

1.11(0.30-1.50)

197

-10-43℃(out)

12620(3750-15690)

3.7(1.1-4.6)

4.1/3.71

5.1/-

A+/A+++/-

3.2

0.99(0.40-1.50)

1092

-15-24℃(out)

1/230/50

outdoor

820/195/280

909/279/355

8.4/10.5

550

55

55

38/33/29/21

38/33/29/21

1.6

HIGHLY

800/275/553

908/405/625

27/30.3

2000

63

48

6.7

R32

620

6.35

9.52

20/10

5

20

23880(7500-29000)

7.0(2.2-8.5)

7.1/3.23

A++

7.0

2.16(0.70-2.90)

350

-10-43℃(out)

27640(8190-34120)

8.1(2.4-10.0)

4.0/3.71

5.1/-

A+/A+++/-

5.6

2.18(0.70-2.90)

1963

-15-24℃(out)

1/230/50

outdoor

1125/240/335

1206/342/418

14/17.5

1200

60

60

47/43/37/30

47/43/37/30

2.8

HIGHLY

890/353/697

1046/460/780

47.3/52.3

2900

65

52

13

R32

1200

6.35

12.7

25/15

7

20

AS50TDDHRA-CLC

1U50MEGFRA

17060(4430-19790)

5.0(1.3-5.8)

6.1/3.41

A++

5.0

1.46(0.40-2.00)

287

-10-43℃(out)

17740(4770-20470)

5.2(1.4-6.0)

4.0/3.71

5.1/-

A+/A+++/-

4.6

1.40(0.52-2.5)

1610

-15-24℃(out)

1/230/50

outdoor

1008/225/318

1085/329/403

11.6/14.4

900

57

57

44/40/35/28

44/40/35/28

2.0

HIGHLY

800/275/553

908/405/625

32.7/36.5

2500

65

53

11.3

R32

900

6.35

12.7

25/15

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

*AS25TADHRA-2
AS25TADHRA-CLC

1U35MEEFRA

*AS35TADHRA-2
AS35TADHRA-CLC

Key FeaturesTundra Plus

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Wi-Fi Control
(hOn)

On-Off Card

Intelligent Air

Comfortable Sleep

-15℃ Heating

Whispering Air

19
dB(A)

Self-Clean

Outdoor Wired ControllerRemote Controller Wired Controller
Transfer Kit

*-marked models are for Italy only, with no Self-Clean button on the controller.
No *-marked models are for EU except Italy, with Self-Clean button on the controller.



Tide Plus  Air Conditioning

Freezes the evaporator with moisture in the air, and removes away dirt in melting, to ensure 
clean air out of Haier air conditioners.

Self-Clean

Download the Haier hOn App to an Apple or Android smart device, and link the equipment to 
the smart device for system control from whenever and wherever you want.

Provides maximum comfort and energy saving during your good night’ s sleep.

Wifi Control (hOn)

Comfortable Sleep

Indoor

Outdoor

AS68TEMHRA-C

1U68RENFRA-C
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-10238)

2.6(0.8-3.0)

6.1/3.23

A++

2.6

0.8(0.3-1.2)

149

-10-43℃(out)

9555(2730-10920)

2.8(0.8-3.2)

4/3.71

5.1/-

A+/A+++/-

2.4

0.75(0.3-1.4)

840

-15-24℃(out)

1/220-240/50

outdoor

820/195/280

909/279/355

8.2/10.5

500

54

54

37/33/29/19

37/33/29/19

1

HIGHLY

700/245/544

845/320/593

22.8/25.3

2100

62

49

6.2

R32

510

6.35

9.52

20/10

5

20

11920(2730-12286)

3.2(0.8-3.6)

6.1/3.01

A++

3.2

1.06(0.3-1.6)

184

-10-43℃(out)

11603(2730-14330)

3.4(0.8-4.2)

4/3.40

5.1/-

A+/A+++/-

2.8

1.0(0.3-1.6)

980

-15-24℃(out)

1/220-240/50

outdoor

820/195/280

909/279/355

8.2/10.5

550

56

56

38/34/29/20

38/34/29/20

1.4

HIGHLY

700/245/544

845/320/593

23.5/26

2100

63

50

7.1

R32

530

6.35

9.52

20/10

5

20

23880(7500-29000)

7.0(2.2-8.5)

7.1/3.23

A++

7.0

2.16(0.70-2.90)

350

-10-43℃(out)

27640(8190-34120)

8.1(2.4-10.0)

4.0/3.71

5.1/-

A+/A+++/-

5.6

2.18(0.70-2.90)

1963

-15-24℃(out)

1/230/50

outdoor

1125/240/335

1206/342/418

14/17.5

1200

60

60

47/43/37/30

47/43/37/30

2.8

HIGHLY

890/353/697

1046/460/780

47.3/52.3

2900

65

52

13

R32

1200

6.35

12.7

25/15

7

20

AS50TDMHRA-C

1U50MEMFRA-C

AS25THMHRA-C

1U25YEFFRA-C

AS35TAMHRA-C

1U35YEFFRA-C

17060(4430-19790)

5.0(1.3-5.8)

6.1/3.41

A++

5.0

1.46(0.40-2.00)

287

-10-43℃(out)

17740(4770-20470)

5.2(1.4-6.0)

4.0/3.71

5.1/-

A+/A+++/-

4.6

1.40(0.52-2.5)

1610

-15-24℃(out)

1/220-240/50

outdoor

1008/225/318

1085/329/403

11.6/14.4

900

57

57

44/40/35/28

44/40/35/28

2.0

HIGHLY

800/275/553

908/405/625

32.7/36.5

2500

65

53

11.3

R32

900

6.35

12.7

25/15

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Key FeaturesTide Plus

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Intelligent Air

Comfortable Sleep

-15℃ Heating

Extended 
Kickstand

Whispering Air

18
dB(A)

Dry Function

Self-Clean

5251

Outdoor Remote Controller

Wi-Fi Control
(hOn)



5453

 Air ConditioningNebula Green-Nordic 

Freezes the evaporator with moisture in the air, and removes away dirt in melting, to ensure 
clean air out of Haier air conditioners.

Self-Clean

Download the Haier hOn App to an Apple or Android smart device, and link the equipment to 
the smart device for system control from whenever and wherever you want.

Wi-Fi Control (hOn)

Provides powerful heating performance in freezing winter with rotary compressor, DC motor, 
optimized bottom plate, electric heating wire and special programme, etc.

-30 °C Heating

Indoor

Outdoor

AS25S2SN1FA-NRC

1U25S2SQ1FA-NR

AS35S2SN1FA-NRC

1U35S2SQ1FA-NR

AS50S2SN1FA-NRC

1U50S2SQ1FA-NR
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

8870(2730-13310)

2.6(0.80-3.90）

8.5/4.33

A+++

2.6

0.6(0.2-1.30)

107

-15-43℃(out)

12280(2730-21500)

3.6(0.8-6.3)

4.6/4.30

5.4/3.76

A++/A+++/A

3.6

0.84(0.4-2.20)

1095

-30-24℃(out)

1/230/50

outdoor

900/210/310

991/313/399

11.5/14

650

54

55

35/30/25/20

36/31/26/20

1.2

HIGHLY

820/338/614

993/413/685

38.5/42

2100

59

47

10.6

R32

1000

6.35

9.52

20/10

7

20

11940(3410-15350)

3.5(1.00-4.50)

7.8/3.60

A++

3.5

0.97(0.3-1.4)

157

-15-43℃(out)

15350(3410-22520)

4.5(1.00-6.60)

4.6/3.80

5.4/3.77

A++/A+++/A

4

1.18(0.4-2.35)

1217

-30-24℃(out)

1/230/50

outdoor

900/210/310

991/313/399

11.5/14

700

56

57

38/33/29/22

39/34/30/23

1.6

HIGHLY

820/338/614

993/413/685

38.5/42

2200

61

48

10.8

R32

1000

6.35

9.52

20/10

7

20

17740(4780-23880)

5.2(1.40-7.00)

7.4/3.61

A++

5.2

1.44(0.5-2.25)

246

-15-43℃(out)

20470(5120-27300)

6.0(1.50-8.00)

4.6/3.80

5.1/3.72

A++/A+++/A

5.2

1.58(0.6-3.0)

1582

-30-24℃(out)

1/230/50

outdoor

997/230/322

1085/329/403

13/16

900

57

58

41/37/33/28

42/38/34/29

2

Mitsubishi

890/353/697

1046/460/780

45.5/49.5

2800

65

53

13

R32

1200

6.35

12.7

25/15

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Key FeaturesNebula Green-Nordic

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

3D Airflow 

10°C Heating 
Maintenance

Freeze-Prevention
Technology

Compressor
Preheating 
Technology

Wi-Fi Control
(hOn)

-30°C Heating

Self-Clean

Outdoor Wired ControllerRemote Controller Wired Controller
Transfer Kit



 Air ConditioningAll Comfort

With unique air circulation system, 
conventional 10℃ cold airflow is 
changed to 23℃ golden airflow.

Golden Airflow

Advanced LIEP purification technology 
removes airborne pollutants with 
efficiency up to 99.9%.

Golden Air Quality

Freezes the evaporator with moisture 
in the air, and removes away dirt in 
melting, to ensure clean air out of Haier 
air conditioners.

Self-Clean

5655

Outdoor Remote Controller

Indoor

Outdoor
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

AP71UFAHRA

1U71REAFRA

24570(3070-30370)

7.2(0.9-8.9)

7.0/3.23

A++

7.2

2.23(0.12-2.8)

360

-10-43℃(out)

27302(3070-35830)

8.0(0.9-10.5)

4.0/3.71

4.2/-

A+/A+/-

5.5

2.15(0.19-2.8)

1925

-15-24℃(out)

1/230/50

indoor

505/330/1810

640/455/1990

47/59

1200

62

63

45/42/34/26

45/42/34/26

4.25

Mitsubishi

890/353/697

1046/460/780

47/52

/

69

56

14.5

R32

1600

6.35

12.7

20/10

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Key FeaturesAll Comfort

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Wi-Fi Control

LIEP

Whispering Air

Balanced
Temperature

-15°C Heating

Comfortable Sleep

Self-Clean



Cabinet  Air Conditioning

Download the Haier hOn App to an 
Apple or Android smart device, and link 
the equipment to the smart device for 
system control from whenever and 
wherever you want.

Wi-Fi Control

Moves vertically and works with 
horizontal flaps to achieve various air 
angle.

Auto Vertical Airflow

Freezes the evaporator with moisture 
in the air, and removes away dirt in 
melting, to ensure clean air out of Haier 
air conditioners.

Self-Clean

5857

Outdoor Remote Controller

Indoor

Outdoor
Model

Nominal (Min-Max)

Nominal (Min-Max)

SEER/EER

Nominal (Min-Max)

Min-Max

Nominal (Min-Max)

Nominal (Min-Max)

SCOP/COP (Mild)

SCOP (Warm/Cold)

Mild/Warm/Cold

Nominal (Min-Max)

Ph/V/Hz

Position

W/D/H

W/D/H

Max

Cooling (Hi)

Heating (Hi)

Cooling (Hi/Mid/Lo/So)

Heating (Hi/Mid/Lo/So)

W/D/H

W/D/H

Max

Hi

Hi

Max

R410a/R32

R410a/R32

Liquid Side Diameter

Gas Side Diameter

Max Pipe Length/Height

Additional Charge

Btu/h

kW

kW

kW

kWh/a

℃

Btu/h

kW

kW

kW

kWh/a

℃

mm

mm

kg

m³/h

dB(A)

dB(A)

dB(A)

dB(A)

10-3m³/h

mm

mm

kg

m³/h

dB(A)

dB(A)

A

g

AP71DFCHRA

1U71RECFRA

24570(3070-30370)

7.2(0.9-8.9)

7.0/3.23

A++

7.2

2.23(0.12-2.8)

360

-10-43℃(out)

27302(3070-35830)

8.0(0.9-10.5)

4.0/3.72

4.2/-

A+/A+/-

5.5

2.15(0.19-2.8)

1925

-15-24℃(out)

1/230/50

indoor

377/407/1810

525/555/1935

34/45

1200

62

63

45/42/34/26

45/42/34/26

4.25

Mitsubishi

890/353/697

1046/460/780

47/52

/

69

56

14.3

R32

1600

6.35

12.7

20/10

7

20

Refrigerant Pipe

Cooling

Energy Efficiency

Energy Class

Pdesign Capacity

Power Input

Annual Energy Consumption

Operating Limits

Heating

Capacity

Capacity

Energy Efficiency

Energy Class

Pdesign Capacity (-10℃)

Power Input

Annual Energy Consumption

Operating Limits

Indoor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Moisture Removal

Outdoor

Compressor

Net Dimension

Package Dimension

Net/Shipping Weight

Air Flow (Cooling/Heating)

Sound Power Level

Sound Pressure Level

Running Current

Refrigerant Type

Refrigerant Charge

Capacity

Power Supply

Sound Power Level

Sound Pressure Level

Max Pipe Length without 
Additional Charge

Key FeaturesCabinet

Rating Conditions: 
Cooling Indoor 27ºC 
DB / 19ºC WB. Cooling 
Outdoor 35ºC DB / 
24ºC WB. Heating 
Indoor 20ºC DB. 
Heating Outdoor 7ºC 
DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed 
information about ErP, 
please visit  our page 
http://www.haier.com
/ecodesign.

Comfortable Sleep

Vertical Airflow

3D Airflow 

Wi-Fi Control

Self-Clean

-15°C Heating



Key Features

Rating Conditions: Cooling 
Indoor 27ºC DB / 19ºC WB. 
Cooling Outdoor 35ºC DB / 
24ºC WB. Heating Indoor 
20ºC DB. Heating Outdoor 
7ºC DB / 6ºC WB.(DB: Dry 
Bulb; WB: Wet Bulb)

For detailed information 
about ErP, please visit  our 
page 
http://www.haier.com/ecode
sign.

Portable  Air Conditioning

Adjusts the fan speed to achieve 
dehumidification.

Dry Function

Cools down the whole room with 
auto-swing function.

Strong Airflow

Shows error code when it malfunctions.

Self-Diagnosis

9K                                        12K

Cooling capacity (Btu/h)

Cooling capacity (W/h)

Heating capacity (Btu/h)

Heating capacity (W/h)

Energy level (EER value )

Energy level (COP value)

Power supply

Refrigerant Type

Refrigerant charge 

Rated input (W)

EER Level (W/W)

Rated  currency (A)

Moisture removal

Air circulation

Noise level dB(A)(H/M/L)

Body size

Packing size

Weight

Loading 20’ GQ

Loading 40’ GQ

Loading 40’ HQ

Innovative & Compact Design

Appearance

LED Display

Display

Ergonomic design of 
control panel

Control

Design

Cool down the room
 quickly with 

auto-swing function

Air Flow

The air outlet can 
open and close 

automatically
 when switch on/off

Air Outlet

Show the error code 
when the unit 

has a malfunction

Self-Diagnosis

Switch on/off the 
unit whenever 

you want

24h Timer

Smart

Two drain ports, both 
auto-draining and 

manual draining is available

Draining

The unit can be moved to 
wherever you wish

Universal Wheels

Special design to 
hold the remote 

controller helps avoid losing

Controller Bracket

The power cable can be held 
for easier storage.

For Easy Storage

Friendly

Can be used as AC/
Fan/Dehumidifier 

in you home or office

Multi-Function

Strong cooling capacity    
Strong airflow 

(350m3/hr, 9k model) 

Strong Performance

48dB(A) at low fan speed

Low Noise

Performance

AM09AA1TAA

9000

2600w

N/A

N/A

A  (2.61)

/

220-240~/50Hz

R290

235(g)

1050

2.61

4.8

0.9

350m³/h

56/54/52

815/443/340mm

880/480/435mm

25/30kg

126

258

385

AM09AA1GAA

9000

2600w

9895

2900

A  (2.61)

2.8

220-240~/50Hz

R290

235(g)

1050 for cooling /
1000 for heating 

2.61

4.8

0.9

350m³/h

56/54/52

815/443/340mm

880/480/435mm

25/30kg

126

258

385

AM12AA1TAA

12000

3500

N/A

N/A

A  (2.61)

/

220-240~/50Hz

R290

245(g)

1370

2.61

5.9

1.2

350m³/h

56/54/52

815/443/340mm

880/480/435mm

28/33kg

126

258

385

AM12AA1GAA

12000

3500

11260

3300

A  (2.61)

A  (2.75)

220-240~/50Hz

R290

245(g)

1370 for cooling / 
1350 for heating 

2.61

5.9

1.2

350m³/h

56/54/52

815/443/340mm

880/480/435mm

28/33kg

126

258

385

Model

Portable

6059



Key Features

Rating Conditions: Cooling 
Indoor 27ºC DB / 19ºC WB. 
Cooling Outdoor 35ºC DB / 
24ºC WB. Heating Indoor 20ºC 
DB. Heating Outdoor 7ºC DB / 
6ºC WB.(DB: Dry Bulb; WB: Wet 
Bulb)

For detailed information about 
ErP, please visit  our page 
http://www.haier.com/ecodes
ign.

 Air ConditioningDehumidifier

Takes less space and easier to move.

Compact Design

Lowers room air humidity and dries 
clothes quickly.

Fast Drying

Uses 2L water tank and sends alert 
when it is full

Large Capacity
2L AG10AA1TAA

AG12AA1TAA
AG16AB2TAA
AG20AB2TAA

Auto-swing function,
speed up drying clothes.

Water full alarm function

Auto restart function.

Low noise.

LED display.

High-capacity water 
tank design2.0 liter.

Casters for easily moving.

Concise apperance design, 
no screws on the outside.

Small body with high loading 
quantity,save logistics cost.

High and low two wind 
speed adjustable.

Good dehumidifying capacity,
long distance air supply.

One button 
auto-dehumidifying function.

Automatically draining function.

24-hour timer function.

Power failure memory function.

AG10AA1TAA
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220-240V/50hZ
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Model

Capacity (L/D)

Power (V-,Hz)

Input Power (W)

Current (A)

Air Flow (m²/h))

Noise (High dB(A))

Applicable Area (m²)

Water Tank (L) 

Loading Qty

Body Size (W/H/D)

Package Size(W/H/D))

Net/GrossWeight

Dehumidifier
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Model/Outdoor unit

Match list
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2U50S2SM1FA-32U50S2SM1FA

Jade Supermatch Flexis Plus/Flair Plus Pearl/Tundra Plus
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mm

mm

kg

mm

mm

m

m

m

m

kg

m

g/m

℃

℃
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Indoor unit combinations

Maximum pipe length without 
charge refrigerant

Working  temp.

Installation

Performance

Electrical Parameters

Outdoor unit

Refrigerant charge quantity 
for extra length
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Multi Outdoor

Jade Super Match

Flexis Plus

Flair Plus

856 197

300

999 225

323

1115 235

343

870 196

301

923 215

320

1050 235

350

805 200

290

975 220

320

AS25S2SJ1FA-3/AS35S2SJ1FA-3

AS25S2SF1FA-MB3/AS25S2SF1FA-MW3 
AS35S2SF1FA-MB3/AS35S2SF1FA-MW3
AS42S2SF1FA-MB3/AS42S2SF1FA-MW3

AS71S2SF1FA-MB3/AS71S2SF1FA-MW3

AS25S2SF2FA-3/AS35S2SF2FA-3
AS42S2SF2FA-3

AS71S2SF2FA-3

AS50S2SF2FA-3

Pearl
AS25PBAHRA/AS35PBAHRA AS50PDAHRA

AS50S2SF1FA-MB3/AS50S2SF1FA-MW3

AS50S2SJ1FA-3

1126 230

337



Jade Super Match

Flexis Plus/Flair Plus

6665
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Pearl

1U25MECFRA-3/1U35MECFRA-3 1U50JECFRA-3

1U25S2SM1FA/1U35S2SM1FA
1U42S2SM1FA

1U71S2SR2FA

1U50S2SJ2FA/1U50S2SJ2FA-1

1U25YEGFRA/1U35YEGFRA 1U50MEGFRA
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269

Nebula Green-Nordic

Cabinet
AP71DFCHRA
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1125 240
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1008 225
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997 230900

310
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330 505
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AP71UFAHRA

AS25TADHRA-2/AS25TADHRA-CLC
AS35TADHRA-2/AS35TADHRA-CLC

AS68TEDHRA-CLC

AS25S2SN1FA-NRC/AS35S2SN1FA-NRC AS50S2SN1FA-NRC

AS50TDDHRA-CLC

820

280

195



Nebula Green-Nordic

Tide Plus

1U25S2SQ1FA-NR/1U35S2SQ1FA-NR 1U50S2SQ1FA-NR

Cabinet

1U71RECFRA

2U50S2SM1FA-3/2U50S2SM1FA
2U40S2SM1FA

1U71REAFRA

All Comfort
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*NOTE: Haier Residential Air Conditioning reserves the right to change product specifications and data without prior notice. Haier Residential Air Conditioning reserves all the right for final explanation.
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